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USE OF ALTERNATNVE AND/OR ADDITIONAL BMPS:

Alternative BMPs are not used on this project.SIlt Gates are used on thls project as additional

BMPs at plpe Inlets and are not belng used In place of or as a substitute for other conventional
BMPs.Temporary check dams are used In difches to provide Inferim stabliization and flow

veloclty reduction.The stabllity of the site Is maintalned with other conventional BMPs as shown

on the plans.This ESPCP would be fully compliant with permit requirements If the slit gates were
removed and as a result are not considered alfernative BMPs when used on this project.The siit
gates help to prevent plpe clogging during construction that can resulf from the Ingestion of

sedlments and other large debris like riprap,sand bags,roadway debrls and other construction

materials that when combined with sediments easily clog roadway dralnage pipes.Sediment
stored by siit gates Is not Included in the required minimum sediment storage volume or shown In

the sediment storage fable.

DISCHARGES INTO OR WITHIN ONE LINEAR MILE UPSTREAM OF
AND WITHIN THE SAME WATERSHED AS,ANY PORTION OF A BIOTA
IMPAIRED STREAM SEGMENT

All outfalls are elther located further than | linear mile upstream or outside of the watershed of an
Impalred stream segment that has been listed for criteria violated, "Blo F" (Impalred fish

community) and/or "Blo M" (impalred macro Invertebrate community),within Category 4a,4b or
5,and the pofential cause Is elther "NP" (nonpolnt source) or "UR" (urban runoff).

STREAM BUFFER ENCROACHMENT

Stream Buffers are Impacted by this project.

The Contractor Is not authorized to entfer Info sfream buffers,except as described In the fable

below:
N/ij fnfgg ro:; F Locatlon of Buffered Sfreams and Stafe Wafers ==|  Stregm Buffer
Stream or Type Buffer Varignce Describe the Allowable activities and/or resfrictions within
other Water | p Begin Station End Statlon (Warm/Cold | Impacted | Required? | the buffer and approximate location of impacts.
Body Type | oo and Offset and Offset Water) = | (Yes/No) | (Yes/No)
Existing 2-lane SR 12 Is on new a.'/ nment gt this location. This
RELOCATED o R e et e mor eber, e bodrererely
, . outside contractor” shall not enfe s buffe
STREAM 1 SR 112 450 RT 30 RT WARM YES NO 7n'7y C S/h‘ fence,d/fchchecks,oran barrier fenlce,er fsmn confro/
agls and temporary slope drain p/‘ges w;ll be utilized to prevent
sedlmem‘ from leaving the pro ject.
Existing 2-lane SR 112 is on new alignment at this location. T his
o ; area w ,/7/ be ?ggsfru?fedd in S;agedz 7;h? ,gogsrrucﬂon Ié’lmirés4
A " " encroach on east and west énds o uffer.Double 24"
STREAM | | RELTLATED 1092 LT 12-80 LT WARM YES NO  Weross-drains will be copstracted pere. Type C ST Fence, dirch
checks, orange barr/er ence,erosion_control mats and rip rap
will be’ utlliZzed to prevent sediment from leaving the pro Ject.

“Warm water streams have a 25-foot minimum buffer as measured from the wrested vegetation.

Cold Water streams have a 50-foof buffer as measured from the wrested vegetation.

=x [ ocations are approximate,a detailed location of sfream buffers and authorized work areas are
shown on the individual BMP sheefs.

MONITORING GENERAL NOTES:

rurb/d/fy art the speC/f fed locations will be representative of the increase in furbiteh

PROJECT NUMBER SHEET NO. TOTAL SHEETS

| /93 % 266

w0 000-00(535)

and alternate representative monifored feafure are identified in the fable below.(Nofe rnar outfall mon/for/ng reqU/res one sample '
per monitoring event while recelving-water monitoring requires a pair of samples,one sample upstream and one sample

downstream, per monitoring event.)

o PRIUARY SAUPLING DRAINAGE WARM APPENDIX ALLOWABLE

Lw | o overmrow | TYPE AREA | DISTURBED By i

S | ALTERNATE LacATION CONSTRUCTION | | o op | (FOR THE | Z20pri=™ | OR Q0D | vAwE INCRE ASE

=~ SITE (STATION AND OFFSET) | NAME OF RECENING | STAGE FOR RECENING RECENING (ACRES} WATER {QUTFALL (FOR LOCATION

S WATER. MONITORING WATER) WATER STREAM | WONITORING RECENING DESCRIPTION

i w2) ONLY) WATER)
/ PRIMARY 11+09.09 LT PARKERS MILL CREEK NZA OUTFALL 0. 04 0.25 WARWY 50 NZA 2-75' X 24" CONC.STORM DRAIN PIPE
2 ALTER. 21+30 LT PARKERS UILL CREEK NZA OUTFALL 0.02 1.70 WARU 50 N/ZA 64 X 24" CONC.STORM DRAIN PIPE

The primary monifored feafure specified should be used as the initial sampling location.The alfernate monitored feature may be used if
additional sampling is required and/or if the primary monifored feature is no longer located within the active phase of construction.

MONITORING SAMPLING METHODS & PROCEDURES

See Special Provision 167 and other contfract documents for Monitoring Sampling Methods and
Procedures.

RETENTION OF RECORDS
The Department will refaln records In accordance with part M.F of the general permit GAR 100002.

READY MIX CHUTE WASH DOWN

The washing of ready-mix concrete drums and dump truck bodies used in the delivery of Portland
cement concrete is prohibited on this site.

In accordance with Standard Specification 107: Legal Regulations and Responsibility fo the Public,
only the discharge chute utilized in the delivery of Portland cement concrefe may be rinsed free of
fresh concretfe remains.T he Confractor shall excavate a pit outside of State water buffers,af least
25 feef from any storm drain and outside of the fravelled way,including shoulders,for a wash
down pit.The pit shall be large enough to store all wash-down water without overtopping.

Immediately after the wash-down operations are completed and after the wash-down water has
soaked intfo the ground,the pit shall be filled in,and the ground above it shall be graded fo match
the elevation of the surrounding areas.Alternate wash-down plans must be approved by the Project
Engineer.

Wash-down plans describe procedures that prevent wash-down water from entering streams and
rivers.Never dispose of wash-down water down a storm drain.Establish a wash-down pit that
includes the following: (I) a location away from any sftorm drain, stream,or river,(2) access to the
vehicle being used for wash down,(3) sufficient volume for wash-down water,and (4) permission
to use the area for wash down.

On sites where permission or access fo excavate a wash-down pit is unavailable,the Contractor
may have fo wash-down intfo a sealable 55-gallon drum or other suitable container and then
fransport the container fo a proper disposal site.For additional information,refer fo the Georgia
Small Business Environmental Assistance Program’s "A Guide for Ready Mix Chute/Hopper
Wash-down'.
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